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1 About this document

1.1 Symbols

DANGER

Danger hazard severity panels indicate a high level of risk that
can result in serious injury or death. The signal word "Danger" is
to be limited to the most extreme situation. Danger panels are
not to be used for property damage hazards unless personal
injury risk appropriate to this level is also involved.

Warning hazard severity panels indicate a moderate level of risk
that if ignored, could result in death or serious injury. Warning
panels should not be used for property damage unless
personal injury risk appropriate to this level is also involved.

A\ CAUTION

Caution hazard severity panels indicate a low level of risk that if
not avoided, minor or moderate injury could result. Caution
panels without the alert symbol may be used to alert against
unsafe practices that can result in property damage only.

NOTICE

Notice severity panels are used to address practices not related
to personal injury. The alert symbol is never used with Notice
panels. As an alternative to the signal "Notice’, the word
"Caution"” without the alert symbol may be used to indicate a
message not related to personal injury.

1.2 Type of information symbols

Copyrigh©2017 Gflow Instruments Cd.td.

« Permitted

« « Preferred

Forbidden
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2.1 Mounting location

An accurate flow measurement always comes from careful installation of flowmeter. The meters are designed to
give an empty pipe alarm should one or more electrodes become exposed. Air bubbles, sediment and other solids
in the pipe can also cause false or instable readings.
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The empty pipe detection (EPD) function offers additional protection by detecting empty or partially filled pipes.

2.2 Mounting conditions

As best practice, minimum length of straight pipe at the meter inlet must be 2 times the pipe diameter and 1 times
the pipe diameter at the meter outlet; this includes pipe lengths for control valves. Expansion joints can be
installed in the pipeline after the meter.

B If operating outdoors:

Olnstall the measuring device in a shady location.

O Avoid direct sunlight, particularly in warm climatic regions.
OAvoid direct exposure to weather conditions.

OProtect the display against impact.

OProtect the display from abrasion by sand in desert areas.
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2.3 Installation dimensions

Integrate type

25 1 352
32 11/4 66 150 369
40 11/2 379
50 2 397
102 200
65 21/2 416
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DN Inch B(mm) Ax2(mm) C(mm)
80 3 102 200 398
100 4 122 250 419
125 5 138 250 446
150 6 176 300 480
200 8 202 350 528
250 10 222 400 585
300 12 312 500 638
350 14 312 500 694
400 16 392 600 749
450 18 402 600 805
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DN Inch A+2(mm) C(mm) F(mm) G(mm)
500 20 600 922 367.8

600 24 600 1027 3994 120
700 28 700 1142 436.0

800 32 800 1239 466.2

900 36 900 1349 549.5

1000 40 1000 1437 579.0

1100 44 1100 1541 592.6

1200 48 1200 1647 621.2 150
1400 56 1400 1860 539.9

1500 60 1500 1961 555.8

1600 64 1600 2060 5729
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DN Inch A+2(mm) B(mm) C(mm) E(mm) F(mm) G(mm)
1800 72 1800 1340 2331 1224 800 900
2000 80 2000 1510 2547 1382
1100 1200
2200 88 2200 1720 2757 1592
2400 96 2400 1872 2977 1742
1300 1400
2600 104 2600 2022 3183 1892
2800 114 2800 2172 3387 2042
1500 1600
3000 120 3000 2362 3593 2232
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Remote type

10 3/8
15 172 68 150 250
20 3/4
25 1 254
32 11/4 66 150 271
40 11/2 281

50

65

21/2

102

200

299

318
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